
GEOTEXTILE                                                                                                                   B o n t e c 

                                                                                                                           Nonwoven Geotextile  

Mechanical Properties Test Units NW 5 NW6 NW7 NW8 NW9 NW10 NW12 NW13 NW15 NW16 

Tensile Strength - MD EN ISO 

10319 

kN/m 5,0 6,0 7,0 8,0 9,0 10,0 12,0 13,0 15,0 16 , 0 

Tensile Strength - XD EN ISO 

10319 

kN/m 5,0 6,0 7,0 8,0 9,0 10,0 12,0 13,0 15,0 16 , 0 

Elongation at break - MD EN ISO 

10319 

% 40,0 40,0 40,0 40,0 40,0 40,0 40,0 45,0 45,0 45 , 0 

Elongation at break - XD EN ISO 

10319 

% 40,0 40,0 45,0 45,0 45,0 45,0 45,0 50,0 50,0 50 , 0 

CBR Puncture Resistance EN ISO 

12236 

N 850 890 1 200 1 240 1 500 1 600 1 780 2 200 2 500 2 700 

Dynamic Cone Drop EN ISO 

13433 

mm 42 40 37 34 30 28 24 21 20 19 

Hydraulic Properties Test Units NW 5 NW6 NW7 NW8 NW9 NW10 NW12 NW13 NW15 NW16 

Permeability EN ISO 

11058 

m/s 125 x 10-3 120 x 10-3 115 x 10-3 110 x 10-3 108 x 10-3 106 x 10-3 105 x 10-3 100 x 10-3 90 x 10-3 85 x 10-3 

Waterflow normal to the 

plane 

EN ISO 

11058 

l/m².s 125 120 115 110 108 106 105 100 90 85 

Waterflow in the plane-20kPa EN ISO 

12958 

m2/s 1 x 10-7 1 x 10-

7 

1 x 10-

7 

1 x 10-

7 

2 x 10-

7 

2 x 10-

7 

2 x 10-

7 

3 x 10-7 3 x 10-

7 

1 x 10-6 

Characteristic Opening Size EN ISO 

12956 

µm 145 140 135 130 115 110 105 100 90 85 

Physical Properties Test Units NW 5 NW6 NW7 NW8 NW9 NW10 NW12 NW13 NW15 NW16 

Thickness under 2 kPa  EN ISO 

9863-1 

mm 0,75 0,85 0,90 1,00 1,10 1,15 1,40 1,45 1,20 1 , 25 

Weight EN ISO 

9864 

g/m2 70 80 85 100 110 120 145 160 180 200 

Roll width  cm 600 600 600 600 600 600 600 600 600 600 

Roll length  m 
 100 100 100 100 100 100 100 100  100  100 

Full truck load volume (+/- 

10% ) 

 m² 105 000 94 500 86 625 70 875 68 250 65 625 47 250 45 675 47 250 43 050 

Full 40ft HC container 

volume (+/- 10%) 

 m²           

Roll diameter (+/- 10%) cm 27 28 29 30 31 33 36 37 36 37 

 

 

 

 

 

 

 

 

 

 

  

 

 

Sales Office          Manufacturing Plant 

Bonar Natpet Geosynthetics         Bonar Natpet Geosynthetics 

Future Business Tower Building         Takreer Street, Madinat Yanbu 

Mezzanine Floor          Al Sanaiya 

Hail Street, Ruwais Dist,         P.O.Box : 31469,Yanbu 51000     

P.O.Box : 50575, Jeddah 21533, KSA        Saudi Arabia 

TeL : +966 12 604 8479            

Fax : +966 12 652 9469     www.Bonartf.com  
 

  

Bonar natpet reserves the right to alter product specifications without prior notice. It is the responsibility of all users to satisfy themselves that the above data is current. 

The above figures are average values obtained from testing to current EN ISO geotextile test standards. All these products need to be covered within 2 weeks. 

Durability   

Natural UV light ASTM 4533 100% 

Chemical Resistance EN 14030 100% 

Oxidation Resistance EN ISO 13438 >90% 

Microbiological Resistance EN 12225 100% 

Hydrolosis EN 12447 100 % 

Product Description  

Polymer                       100% PP 

Denisty 0 ,91 kg/dm³ 

Melting Point 165 °C 

Fiber bonding Mechanical/Thermal 
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